PRODUCT BULLETIN

EULLETIN NO.

APPROVED: GYPSUM LATH DATE: 5/7/56
PAGE: 1lof l
CANCELS:
DATE: NEW:
PRODUCING PLANTS: ANTIOCH, LONG BEACH, SEATTLE
CCRE FORMULA:
Lbs./M. sq. ft. = 3/8" Lath) Antioch Iong Beach Seattle
#1 #2
Stugco I028-112% 1050~1125 1050-112
Paper Fiber 8-10 8-10 8-10
Starch 6-8 6«8 6-8
- - ._._‘__1._ I
Hehydrated gypsum 15-20

Potassium sulfate
Retarder

NOTE 1t

Minimmm required not over 3
As required

Increase ingredients proportionally for 142" lath.

2. Perforated Iath 1s made by punching forty-eight 3/L" diameter holes

as a diamond pattern in each piece of plain lath.

evenly spaced an L" cemters.

3. Foilbaek lath is

RAW MATERTALS SPECIFICATTONS:

l. Stucco:
2. Paper Fiber:
Pulp Production:
Starch:
Soap:
Soap Solution:
Hydrated ILime:
Ground gypsum, Accelerator
grades
7. Rehydrated gypsum
' Accelerator: -
8. Potassium sulfate:
9. Retarder RAR
10. Paper : i
11. Board plant water, S /
desirable limits: /

3.
L.

5.
6.

/

Bulletin RM Y

(Bulletin B .)

letine 8 =1 and 5§ - 2

1
=

Same as Bulletin

Same as Pulietin B =
Same as Pulletin B
Fulletin Lo

i
[

i RN
Same as Bulletin B - 1
< ;

The holes are

ade by laminating ,00035 inch thick alumirum foil
to plain lath with foil adhesive.
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" APPROVED: GYPSUM LATH DATE: 5/7/56
PAGE: 2 of i
CANCEIS

‘I'i : DATE: NEW:

OPERATING SPECIFICATIONS:

A. Core Mix at the Mixer:

le 8lump: Same as Bulletin B = 1
2. Setting time: L " B-1
3. Weights n n m  p_]
Yo Temperature: no® n B-1
5. Strength: Wot, 1 hour after set: 325-37% lba./sq. in.
Dry : 700-900 nm m w
6o Foam Same as Bulletin B - 1
7. Paper: Apply a 0.1% solution of wetting agent (Bulletin No. )

to the face of lath when the absorption is more than 180 seconds.
When applied over perforated lath, application shall be so comtrolled
as to prevent wetting of perforated core holes.

PRODUCT SPECIFICATIONS:

Wet weight: , 2200 + 50
Dry * 1h50 * 50
Evaperation losa: T00-800
C ) Thiclmess .360 to 4375
Length 3/8" lath - L8 inches. No over. 1/L" max. under.
" 1/2" lath - 4~12 £t. as spec. No over. 1/4" max. under.
Width 16.20 inches or 2l inches, with permissible variations

of 3/16 inches under, and no over specified width.
Edge hardness at Take-~off: 175 minimum

Edges of lath shall be uniformly rounded, straight, and solid.
Ends of lath shall be cut straight and clean, without breaking or damaging
the core at the cut. ‘

End peel. At the Take-off, paper shall not peel more than 1/4" from core.
Moisture meter reading at Take-off:

Surface - Face shall be smooth and free from scuffed areas, blisters on loose
paper plies. Minor cockles not over 0.06" or 1/16" deep permissible
on back surface.

Core Quality - Voids shall be small and uniform in size. Core shall contain
no voids more than 1/8" in width by 1/L" in length.

Perforations - Punches holes shall bs clean and free from crumbled core,
paper shreds, or paper ply separation.
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PAGE:
CANCELS:
DATE:

PRODUCT SPECIFICATIONS: {Contd)

Physical Tests

Flexural Strength, min.
Across grain
Parallel

Deflaction at Breal
Across grain
Parallel

Punch Test

Twist Test
Face (maximum split-inches)
Back ( n 1] t )

Hammer Losa Test
Percent, maximm

Bond at High Humidity
Face (maximum peel=-inches)

3/8“

60
27

g
o

1/2"

100
Lo

1/2m
1/2u

15 dg. max.
20 dg. n

l/h“

1/hn

60 to 180 seconds

Back ( " n L]

Absorption Rate - Lath Face

Absorption Rate ~ Lath Holes 100 seconds mininmm

REQUIRED TESTS:

Supply Man - Same as Bulletin B - 1

Paper Hanger - Cut a 2 foot sample from one roll of face paper and one roll
of back paper used on each 8§ hour shift. Mark roll number, date, and hour on
sample and store sample in paper sample closet for one week. Sample will be
available for control laboratory if needed for testing.

Edge Man - Same a8 Bulletin E - 1
Sage flan

Machine Man - Same as Bulletin B = 1

Enife Man - Take one sample each hour, alternately from each stream, and
report on Form O-8 thiclmess, width, length, wet welght, and bond. Notify
Machine Man of any irregular condition such as unsesaled edges or ragged
perforation cuts.

Notify Machine Man of resulis after sach hourly test.
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. APPROVED: GYPSUM LATH DATE: 5/7/56

: PAGE: hoof Y
CANCELS: .
DATE: NEW: :

REQUIRED TESTS: (Comtd)

Inspector - See that lath is checked for appearance and conformation to
. specifications. Save sample of cull lath for Laboratory when a number of
culls of one type are coming off take-off.

162" x 18" lath will be bundled in bundies of five. Do not apply bundling
tape to the face of the lath.

Take one sample each hour, alternately from each stream, report results en
Form for wet weight, dry weight, water loss, length, width, thickness,
edge hardness, moisture meter reading, end peel, and dryer exit temperature,
Save hourly samples for Laboratory.

Laboratory Quality Control

Make following tests as indicated:
Foam density Daily
" agtability "
Compressive strength of slurry, wet and dry "
Temperature of slurry n

. Check hourly sarple of board as indicated:
End peel Each hourly sample
Edge hardness " n "
Bond at high humidity " n "
Twist test 10 am, 2 pm, 6 pm, 10 pm, 2 am, 6 am
Punch test ditte
Flexural sirength test ditto
Hammer loss Cne sample per shift
Abserption - Lath face: Each hourly sample
Absorption - Lath holes: One sample per shift

Retained Sample - Cut a 12" piece from one end of a piece of lath for a re-
tained sample each day. Mark sample with date, hour, and roll mmbers of
back and face paper. Retain sample for at least four months.
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